
EPSON TM-L90

Calibration of Labels

- power off
- open cover
- put roll in
- press feed-button (inside the printer)
- press at the same time power on until the light

flashes on
- press 6 times the feed-button
- close the cover
- measurement starts automatically
- press feed-button for single tests

now you are in a Dump-Mode

- power off
- open cover
- press feed-button and at the same time power

on, until the red and the green light flashes on
- close the cover
- press 3 times feed-button until cut on end

now you are out of Dump-Mode

Printer is ready!

EPSON TM-L90

Calibrazione delle etichette

- spegnere la stampante
- aprire il coperchio
- inserire in rotolo
- premere il pulsante feed (all'interno della

stampante)
- premere allo stesso tempo il l’accensione finché si

accende la lampadina verde
- premere 6 volte il pulsante feed
- chiudere il coperchio
- la misurazione si avvia automaticamente
- premere il pulsante feed per le singole prove

ora vi trovate in un Dump-Mode

- spegnere la stampante
- aprire il coperchio
- premere il pulsante feed e allo stesso tempo

l’accensione, finché la lucetta rossa e quella verde
si accendono

- chiudere il coperchio
- premere 3 volte il pulsante feed fino a taglio finale

ora vi trovate fuori dal Dump-Mode

La stampante è pronta!


