User Manual / Installation Guide
Model No. P150TR/P150TG

Warning! It will cause malfunction if the monitor is operating with unspecified power supply adaptor

or incorrect power voltage. Do not expose this unit in the rain or moisture environment to reduce the

risk of fire or electric shock.

PRECAUTIONS

® Do not use the monitor near water.

® Do not place the monitor on an unstable cart, stand, or table. If the monitor falls, it can injure a
person and cause serious damage to the appliance. Use only a cart or stand recommended by the
manufacturer or sold with the monitor. If you mount the monitor on a wall or shelf, use a mounting
kit approved by the manufacturer and follows the kit instructions.

® The monitor should be operated with an USB cable with Mini USB B type connector on monitor end
and standard USB A type connector on the other end to PC or USB signal source.
Normally it is packed with monitor.

® Never spill liquids on the monitor.

® Do not attempt to service the monitor yourself; opening or removing covers can damage to the
monitor or panel. Please refer all servicing to qualified service personnel.

® For Wall mount adaptor, wall socket shall be installed near the equipment and shall be easily

accessible.
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. Introduction
P150TR/ P150TG is color TFT LCD monitor, with compact and ecological design.
Video is over USB interface connected to host PC

Equipped with USB2.0 Hub to provide 2 USB downstream ports
P150TR with high performance resistive touch panel option
P150TG with high quality protective glass

» Features

- 15inch diagonal screen with native display resolution 1024x 768.

- Full flat front panel with high quality protective glass.

- Optional high performance 5-wires resistive touch panel (P150TR)

- Fully Glossy surface throughout monitor’s appearance (P150TG)

- USB2.0 Hub with 2 downstream ports for external USB devices connection
- No ventilation hole design.

- Cable management down routing through the mounting stand

- Light weight, only 2650g physically.

>  Unpack the monitor

- Put the monitor on a clean surface; make sure the box in upright position.
- Remove packing materials from inside of box.

»  Check accessory

Please make sure the entire accessory is included:

USB cable Power Adaptor
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USB Series *®

User Guide & Driver CD




Installation:

Installing the DisplayLink USB Graphics Software
Install Displaylink Driver: Insert CD, Double click CD, the Installation menu shown as below
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Click Installation The Displaylink software end user Licence agreement shown as below:

/N
DisplayLink|

5.3.24251.0

SOFTWARE END USER LICENCE AGREEMENT FOR

DISPLAYLINK MIRROR DRIVER and DISPLAYLINK GRAPHICS ADAPTER 35!
SOFTWARE —

(THE "PROGRAM")

This is a legal agreement between you, the end user, ("You") and DisplayLink
(UK) Limited ("DisplayLink™). BY INSTALLING THIS SOFTWARE, YOU ARE
AGREEING TO BE BOUND BY THE TERMS OF THIS AGREEMENT

Some versions of this software, once installed, will check for updated system
software at least once and then again at regular intervals unless you specifically
disabled this feature when given this option. No personal information or
information about your PC or the software installed en your PC is sent to our
update servers during this process. Accepting the End-User License Agreement
means that you accept this product feature.

[ 1Acept || concel

Click I Accept, the Displaylink Core Software installs

DisplayLink Scftivare Configuration
= g

Please wait while Displaylink software is corfigured for first
use, Your screens may temporarily go black or flash during
this process.

Displaylink USB Graphic software installation will complete without notification.

Note: On some computers you may need to reboot before you can use your Displaylink enabled
device




Touch Driver installation: (For P150TR only)
The attached CD include EETI Touch Driver

;&ClassicMenu 0O O O

User Manual

[
nim

W

USB Series

1.0 Screen display as below, please click Next>.

Welcome to the InstallShield Wizard for
eGalaxTouch

The InstallS hield Wizard will install eGalaxT ouch on your
computer. To continue, click Next.




2.0 Select the set up type, don’t tick the box if PS2 interface is not required,
Click “Next>

Setup Type

Select the setup type that best suits your needs.

Extra PS/2 interface driver for eGalaxT ouch controller.
Please check the check box for PS/2 touch controller.

[ Install PS/2 interface driver

[ < Back ][ Next > ][ Cancel ]

3.0 RS232interface driver installed is default, please click Next>

Setup Type
Select the setup type that best suits your needs.

Extra RS232 interface driver for eGalaxT ouch controller.
Please check the check box for RS232 touch controller.

(V] Install RS232 interface driver




4.0 You can select to do Touch screen calibration after system boot up or not
Default setting is” None”

eGalaxTouch

Setup Type
Select the setup type that best suits your needs.

Do 4 point calibration after system reboot

() Every system boot up

() Next system boot up

@ None

< Back ][ Next > ][ Cancel ]

5.0 Select to use Multi-Monitor system, then press Next>

eGalaxTouch

Setup Type
Select the setup type that best suits your needs.

If you want to use Multi-Monitor, please check the box.

[V] Support Multi-Monitor System




6.0 Choose destination location, default folder location shown as below.
Press Next>

Choose Destination Location
Select folder where setup will install files.

Setup will install eGalaxT ouch in the following folder.

To install to this folder, click Next. To install to a different folder, click Browse and select
another folder.

Destination Folder

C:\Program Files (x86)\eGalaxT ouch

[ < Back ][ Next > ][ Cancel ]

7.0 Figure shown below, please press Next>to complete installation

Setup Type
Select the setup type that best suits your needs.

Select the features you want to install, and deselect the features you do not want to install.
Click Next to continue.

(V] Create a eGalaxT ouch Utility shortcut on desktop

Note 1: On some computers you may need to reboot before you can use your Displaylink enabled
device
Note 2: For operating system other than Windows, please visit DisplayLink website:

http://www.displaylink.com/support/downloads.php




Control Buttons/Connectors

Power
turned on, and blue LED indicator will be lit.

After USB driver is installed, connect monitor to PC via USB cable. Monitor will be

U
P A |Press this key will increase screen brightness

Down . . :
W |Press this key will decrease screen brightness

Rear side connection:

B ()
USB HUB To PC 12v

This monitor support 1 upstream port & 2 down- stream port USB hub:

x1 Mini USB B type connector for upstream, connect to PC
x1 Mini USB B type connector for downstream port

x1 Standard USB A type connector for downstream port
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For your safety

When move the monitor, always disconnect Power adaptor cable & USB cable to avoid any danger.
Please use Power adaptor cable & USB cable correctly when install it.

In case of notice any abnormal smell or noise, please stop operation and call the nearest dealer or
service center.

IV. Support timing chart:
Timing | Reference ) Pixel H \Y
Resolution FHKHz | FVHz |Interlace ) )
Mode | Standard MHz Polarity | Polarity
Mode 1 VESA 1024 x 768 | 65.000 | 48.363 | 60.004 NO - -
V. Mechanical dimension
o Q =
— — — R

360.6

290.5
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VI. FCC Warning Statement:

FCC Class A Warning
A

Warning

This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant

to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful

interference when the equipment is operated in a commercial environment. This equipment generates,

uses, and can radiate radio frequency energy and, if not installed and used in accordance with the
instruction manual, may cause harmful interference to radio communications. Operation of this
equipment in a residential area is likely to cause harmful interference in which case the user will be

required to correct the interference at his own expense.

CISPR 22 Class A Warning
A

Warning  This is a class A product. In a domestic environment this product may cause
radio interference in which case the user may be required to take adequate
measures.

Taiwan and Other Traditional Chinese Markets Class A Warning

ﬁ This is a Class A Information Product, when used in residential environment,
it may cause radio frequency interference, under such circumstances, the

Warning user may he requested to take appropriate countermeasures.

EE EEPREMEM EEERRPERAR  tIREZEmERTE
FEEEBRT @ FRASHRERENREEEENHR -

12




VII.

Product General Specification:

Model P150TG

Display size 15”

Display Area 304.1mm(H)x228.1mm(V)
Optimal Resolution 1024 x 768
Brightness 250 cd/m? (typ)
Contrast Ratio 600:1(typ)
Response Time 8 ms (typ.)
Viewing Angle V:160, H: 160

Input Video signal

Mini USB B type
(With 1.8 meter USB cable)

USB Hub

x1 Mini USB B type connector for upstream, connect
to PC

x1 Mini USB B type connector for downstream port
x1 Standard USB A type connector for downstream

port

Resistive Touch Panel Type

(P150TR only) Input Mode
Touch Control type

Touch Control Driver

Five-Wire Analog Resistive
Stylus or Finger
UsB

eGalax Touch

Power consumption

<18W

Power supply

Wall mount type power adaptor

Input: 100~240AC 0.5A, Output: 12Vdc 1.5A

Temperature

Operating : 0°C~40°C; Storage :-10°C ~50°C

Weight

2650g (net)

Physical Dimension

360.6 x 290.5 x 200 (mm)

Approvals

CE, FCC, BSMI

MTBF (LED backlight)

30,000 hrs.

Wall Mount type

VESA 75 * 75 mm

Optional item

Color

White

*Product specification to be changed without prior notice

*Made In Taiwan
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