OPOS Installation Guide AP-3615

System:
AP - 3615

M/B:

H61
(Bios F/W F3B)*

OS:

Win7-32
Prepare BIOS for 24V Cash Drawer
*only with Bios F/W F3B selectable

- Chipset, I/O board Configuration, Cash Drawer Power Control, 

- Set to "24V" *
1.
Install "CashDrawer_OPOS_Driver_2012"

- Run:
FECSETUP.exe


- Reboot

- Run:
FEC OPOS Utility, FECOPOSCDSetup.exe


- Model Name:
select "H61"


- Press "Add Device" Button


- Press "OK" Button

2.
Install "EPSON OPOS ADK Ver.2.70E"

- Run:
ADK270E.exe


- Select your temp folder for unzip, e.g. “c:\epson-opos”

- Close

- Run:
C:\epson-opos\OPOSADK\V270E\Disk1\setup.exe


- Press "FINISH" button



=>- EPSON OPOS ADK Ver.2.70E UPOS 1.13 starts automatic


- Select: Device, CashDrawer, OPOSDRW1


- Right mouse, select "Add new LDN.."


- type your LDN, 
e.g. “CDR-1”

- Select "Continue"


- Select "OK", (May exit automatic"


- Close " EPSON OPOS ADK Ver.2.70E UPOS 1.13 "

3.
Run "C:\Program Files\OPOS\FEC\CashDrawerDemo.exe" 


- Select Device "OPOSDRW1"


- Select "Open" Button
==>
OpenService: OPOS_SUCCESS


- Select "Claim" Button
==>
ClaimDevice: OPOS_SUCCESS


- Select "Enable" Button
==>
DeviceEnabled(TRUE): OPOS_SUCCESS


- Select "Open Cash Drawer" Button







==> 
cash drawer will open






==>
OpenDrawer: OPOS_SUCCESS


- Select "Cash Drawer Status" Button







==>
DrawerOpened<OPENED>: 











OPOS_SUCCESS


- Select "Wait For Drawer Closes" Button







==>
Close your drawer now






==>
WaitForDrawerClose: OPOS_SUCCESS

Close "Cash Drawer Demo"
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