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ABOUT UIC JAVAPOS SOFTWARE:

“POSTest-1.10.0-bin”, the UIC JavaPOS software which contains JavaPOS POStest(a JavaPOS
application for testing JavaPOS devices), the MSR210D JavaPOS Service Object and MSR Device

Control.

PREREQUISITES:

— Download and install Java software for Windows on your system. For example Java 6 (update 23)

— Copy the archive “POSTest-1.10.0-bin”(including all subfolders and files) to C drive's root

directory.
— In “C:\POSTest-1.10.0-bin” edit the windows batch file “POStest”.
— Replace following line with actual Java installed path.

| POStest - Notepad

=E—

File Edit Format View Help

@echo off

set oldpath = %path%
set oldcp=%classpath#

path c:\PosTest-1.10. 0-bin; SEAZRTTETNEN N CED NEETENS EARE

set classpath=

set classpath=postest.jar

set classpath=%classpath%; jpos1122. jar

set classpath=%classpath¥; xerces. jar

set classpath=%classpath¥%; JavaPOs_MSR. jar

set ¢l assqath:%c'l assg:ath%; comm. jar

rem set classpath=%classpaths; scdi',

set classpath=%classpath¥;.

REM %1p% is the library path used when Tloading
REM java native methods

set lp=c:‘windows‘\system32

REM
REM * Add Device specific jar's here... *
REM

REM set classpath=%classpath®;c:‘\path_to_service. jar
REM set classpath=¥classpathd;sampleld. jar

REM set lp=%1p%;c:‘\path_to_native_methods
set lp=%1p%;C:\POSTest-1.10.0-bin

java -cp %classpath¥% -Djava. library.path=%1p% com.jpos.POStest.POStest
rem java com.jpos.POStest.POStest
pause

set classpath=%oldcps
set path = %oldpath%
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OPERATION INSTRUCTIONS:

1. Run “POStest.bat” as administrator in DOS mode.

c:\wmu_ |

Microsoft Windows [Uersion 6.1.760081]
Copyright C(c)> 2809 Microsoft Corporation.

All pights recerved.
C:xUzsershsga_test>cd C:\POETest—-1.18.8-hin

C:\POSTest-1.10.0-hin>P0Stest . hat

After a few seconds the JPOS test utility GUI will appear as shown below:

File

RemoteOrderDisplay | Scale |
' MSR | PINPad

Scanner | SignatureCapture | SmartCardRW 'Tone\q_dicalor 1 Exit |

| Bump/Bar | CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser

‘PointCardRW POSKeyboard POSPower li POSPrinter
" ElectronicJournal | FiscalPrinter HardTotals | Keylock | LineDisplay | MICR |  MotionSensor
[ “About | Configured Devices | Biometrics

POSTest
The JavaPOS Device Tester.
v1.10.0

POStestis a community project under the direction of the JavaPQS working group.
Original code donated by 360 Commerce.

Contributors:

Jeff Lange - Ultimate Technology Corporation
Rory K. Shaw - IBM/Raleigh RSS Drivers and Diagnostics
William White - IBM/Raleigh Retail Store Solutions
Bracci A. Sistemi Digitali s.r.l. Pisa (ltaly)
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2. Select the “MSR” tab. After clicking on the “MSR” tab the screen should look like:

=T
File
RemoteOrderDisplay rScale rScanner |/‘" Capture rSmartCardRW rToneindicalor Exit
[ MsR__ | PmPad [ PointCardRW I POSKeyboard I POSPower I POSPrinter
Electroniclournal | FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor

About rConﬁgured Devices rBiomemcs rBumprBar rCashChanger rCashDrawer CAT CheckScanner rCoinDispenser

Logical name: |defaultSR. | JPOS_S_CLOSED

| Open || Claim H Release || Close H Info || Stafistics || Firmware || QICIE || EXIT |

MSR Reading | MSR Writing |

Track 1 Data:
Track 2 Data:
Track 3 Data:
Track 4 Data:
Account number:
Expiration date:
Title:

First name:
Middle initial:
Surname:

Suffix:

Service Code:
Track 1 discretionary data:

Clear Input Track 2 discretionary data:

Clear Input Properties Data Count:

Clear Fields Refresh Fields

Note: The logicai name of the device is “MSR210D”’(case-sensitive), you can’t use “defaultMSR”
that appears in the logical name box. If one clicks on the “Configured Devices” tab, the names for
the device will appear that will be used in the test utility.

File
OrderDisplay rScale rScanner |/‘" Capture rSmartCardRW rToneindicalor Exit
MsR  |© PINPad | PointCardRW I POSKeyboard I POSPower I POSPrinter
Electroniclournal | FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About | Confiy Devices r Biometrics r Bump/Bar r’ CashChanger r CashDrawer CAT CheckScanner r CoinDispenser

Below is a list of the devices found in your jpos.xml file.
Il Category I Logical Name I Vendor I Product Name
SR |MsR210D |Uniform Industrial Corp |UIC MSR210D Senvice for JavaPOS Standard I
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3. Click on the following

3 buttons in sequence — “Open”,

“Claim”, “Device enabled”.

R teOrderDisplay rScaie rScanner |/‘"

Capture rSmartCardRW rTonelndicalor Exit

MSR | PmPad | PointCardRW/ POSKeyboard POSPower I POSPrinter
ElectronicJournal  |*  FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About f Configured Devices r Biometrics r Bump/Bar f’ CashChanger r CashDrawer CAT CheckScanner r CoinDispenser

ILoglcaI name:

T
[msrz1op |

| JPOS_S_IDLE

Bt |

Claim , ||

Release || Close H Info || Statistics || Firmware || QICIE || EXIT |

[] Auto disable

[[] Data event enabled
] Device enabled 3
[] Freeze events
Decode data

Parse decode data

Transmit sentinels

[] Per-track error reparting
Track 1 enabled
Track 2 enabled
Track 3 enabled
[] Track 4 enabled

Clear Input Properties

MSR Reading | MSR Writing |

Track 1 Data:

Track 2 Data:

Track 3 Data:

Slaole

Track 4 Data:

Account number:
Expiration date:

Title:

First name:

Middle initial:

Surname:

Suffix:

Service Code:

Track 1 discretionary data:
Track 2 discretionary data:
Data Count: 0

Clear Fields Relfresh Fields

4. Swipe a credit card.

File

RemoteOrderDisplay | Scale | Scanner | SignatureCapture | SmartCardRW | Tonelndicator | Exit

MSR | PiNPad | PointCardRW POSKeyboard " PosPower |" PosPrinter
Electroniclournal | FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About |  Configured Devices | Biometrics | BumpBar |  CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser

Logical name: [MSR210D JPOS_S_IDLE
e e e
] Auto disable MSR Reading | MSR Writing |
[[] Data event enabled Track 1 Data: 5
[¥] Device enabled Track 2 Data: 0
[] Freeze events Track 3 Data: 0
Decode data Track 4 Data: 0
Parse decode data :;:;:::;:u;r::r:
[¥] Transmit sentinels Title:
[[] Per-track error reporting | First name:
Track 1 enabled Middle initial:
Track 2 enabled Surname:
Track 3 enabled <ILiE
Service Code:
i i Track 1 discretionary data:
j stionary data:
Clear Input Properties | Data Count: 1
Clear Fields Refresh Fields
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5. Click on “Data event enabled” to get the track data.

R teOrderDisplay rScale rScanner |/‘" Capture rSmartCardRW rTonelndicalor Exit
MSR | PmPad | PointCardRW/ I POSKeyboard |” PosPower I POSPrinter

ElectronicJournal  |*  FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About rmnﬁgured Devices rBiometncs rBumprBar rc‘ashchanger rCashDrawer CAT CheckScanner rCoinDispenser

Logical name:|MSR210D | JPOS_S IDLE
| Open | | Claim ‘ ‘ Release | | Close | ‘ Info | | Statistics | | Firmware | | OICIE | | EXIT |
[ | Auto disable MSR Reading | MSR Writing |
H ClEgteErai Track 1 Data: 61 |%6B4552720412345677"VISACARD12120000000000000000000000000007
SR Track 2 Data: 39 |4552720412345677=121200000000000000002
[] Freeze events Track 3 Data: 0
Decode data Track 4 Data: 0
Parse decode data Account number: 4552720412345677
Expiration date: 1212
[¥] Transmit sentinels Title:
[[] Per-track error reporting | First name: CARD
[¥] Track 1 enabled Middle initial:
Track 2 enabled Surname: vISA
Track 3 enabled e
Service Code: 000
Ll Track 4 enabled Track 1 discretionary data: 000000000000000000000000
Seapioput Track 2 discretionary data: 0000000000000
Clear Input Properties | Data Count: 0
Clear Fields Refresh Fields

6. To close the test application click on “Release”, “Close™ and then “EXIT™.

File
RemoteOrderDisplay | Scale | Scanner | SignatureCapture | SmartCardRW | Tonelndicator | Exit
MSR | PiNPad | PointCardRW I POSKeyboard " PosPower |" PosPrinter

Electroniclournal | FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About |  Configured Devices | Biometrics | BumpBar |  CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser

Logical name: [MSR2100 1 5 | JPOS_S_CLOSED

3
| Open ‘ | Claim | | Release | | Close ‘ ‘ Info | | Statistics | | Firmware ‘ ‘ OICIE ‘ | X |
[ Auto disable MSR Reading | MSR Writing |
[] Data event en T .
rack 1 Data: 61 |[%B4553720412345677"VISACARD12120000000000000000000000000007
[ Device ena Track 2 Data: 39 |4552720412345677=121200000000000000007
evenls Track 3 Data: 0
Track 4 Data: 0
Account number: 4552720412345677
Expiration date: 1212
Title:
First name: CARD
Middle initial:
Surname: VISA
Suffix:
Service Code: 000
Track 1 discretionary data: 000000000000000000000000
Track 2 discretionary data: 0000000000000

Clear Input Properties Data Count: 0

Clear Fields Refresh Fields
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