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1. Introduction

The OPOS MSR Test is an application that can be applied to test the OPOS compliance of the
MSR. It is fully compliant with UPOS 1.12 standard.

For further information on OPOS, please refer to "UnifiedPOS Retail Peripheral Architecture
\ersion 1.12" specification.

2. Application(OPOS MSR Test) Installation

The program can be easily installed on any supported Windows operating system:
- Execute the installer file, for instance, “MSROPX10.exe”

- Follow the on-screen instructions to complete the installation

- To run the program click Start > Programs > MSR Test > MSR Test

Notice:
In addition to the Demo application, the installation will install the OPOS Common
Control Objects version 1.12 to user’s system so additional control objects are not needed
if only for demo usage.
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3. How to use this program

This section guides you how to successfully read the magnetic stripe card data.

3.1 Operation Procedures

& i =] 3
mmon Mgthods Common Specific Methods Specific B Properties
: Cloze GetDeviceEnable  |i RetrieveCardFroperty | GetTracksToRead SetTracksToRead
| Release GetDataEventEnable | SetDatakventEnable [ & SetDecodel ata
Clost I TR Input GetFreszek vents SetFreezeE ventz | SetFarseDecodelata
Properties GetdutoDizable SetdutoDisable GetEnReportingType | SetEnReportingTvpe
Check .
Health Hiisoti GetPowerh otify SetPawerNotiby GetTransmitSentinegls | SetTranzmitSentingls
O GetBinamCorverzion | SetBinayConversion Read Only Properties

GetChoekHealthTest |

[T Autc-enable Data Event

M Read &ll D ata Clear &l Data
Track 1 Data l
Track 2 Data l
Track 3 Data l
Track 4 Data l
M Account Mumber I Espiration Duate I
Surname l First Mamne l tiddle Mame l
Title | Suffi | Service Code |
Trackl Discretionary I Track? Discretionary I
CardT ypelist l
CardPropertyList I
Status IDeViceErl.abledis Tre ResultCode IU— ResultCodeEX IEI

Device Hame IUm'fom MEE210D Magnetic Stripe Beader CO Yersion IlDl2EIDEI S0 Verzion |10120E|1

1. Click the Open button first, a dialog box as below will pop-up. Please enter an appropriate
“device name, and then click OK.

Open Method

Fleaze Input MSH Hame:

Cancel I

[MsR2100]

* The names of OPOS devices set in Windows Registry
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2. After the device is opened, click on Claim button to gain exclusive access to the device.
(Note: Then the device is disabled for other application)

3. Click the SetDeviceEnable button to make the device operational.
Now the application is ready to receive input from the device, you can swipe a credit card to

read card data.

4. After reading card, click SetDataEventEnable to get the track data.

Click this button to get other read-only properties as

shown in section 3.3

Uniform OPOS MSR Test

Common Methods Common B/ Properties Specific Methods Specific B/ FProperties

- Close _ SetDeviceE nable RetieveCardProperty | GetTracksToRead SetTracksT oRead

PUEERN  Release | GetDataEventEnable . R
Clear Input Clear Input GetFreezel vents SetFreezeEvents _ S Pl coodeDiata
Slapeizs GetdutoDizable SettutoDizable GetEnReportingType | SetEnReportingT ype

Check .
Health Direct 10 GetPowerMatify SetPowertotify GetTranzmitSentinels | SetTransmiS entinels

CompareFirmwarely'erzsion

GetBinaryConversion | SetBinaryConversion Read Only Properties
GetChoekHealthText
-- [ Auto-enable Data Event

DataCaunt 0 Read &ll Data | Clear All Data |
Track 1 Data  |B4545234523355993°CHEN/COLS W EDD  ~040510713082 005a7 000
Track 2 Data |4545234523355999=D40510?1308256?00000
Track 3 Data |
Track 4 Data |

CadType  [BANE  Account Number [4545234523355999 Expiration Date  [0405

Surnarne |CHEN First Mame |COLS Middle Mame |WWW

Title [EDD Suffis | Service Code [107
Track] Discretionary |13EIS2 00367 000 Track?2 Discretionary |13082356700000

CardTypeList |Acco‘u.ntNumber,Expi.'ratinnDate%/ﬁame,MiddleInitia],SewiceCode,Suﬁ'm,Sum.ame,Tiﬂe
CardPropertylist |4545234523355999 0405, W ,107,,CHEN BDD

Status |[MSR Data Event Status = DEI 546 ResultCode |E ResultCodeEX |0

Device Name |Uniform MSRZ1 /égm f/itnpe Reader CO Version (1012000 S0 Version [1012001

Magnetic Stripe Card Data

Status field: Display the Event return code
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Please Note:
Option "Auto-enable Data Event"” causes the demo AP to always re-enable DataEventEnable.
As to other Methods and Properties, please refer to “UnifiedPOS Specification v1.12” for details.
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3.2 About the OPOS control
How an application uses an OPOS control
Basically, the application follows this general sequence:
- Call Open method
- Call ClaimDevice method
- Set DeviceEnabled property to TRUE
- Use the device
- Set DeviceEnabled property to FALSE to disable the device
- Call ReleaseDevice method to release exclusive access to the device
- Call Close method to release the Service Object from the Control Object
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3.3 Read Only Properties

mi| OFOS MEE Read Only Properhies

._]
Ii

DPOS_PR_WONE Success

False OPOS_PS_UNENOWH
False OPOS_5_IDLE

False

OPOS MSE Contral 1.12.000 [Public, by CRM/RCS-Daytan]

MEFZ10D OPOS Service Ohjact Ver Z100FPE1Y, (C) 2008 Tmiform

Tmform MEE210D, TSE HID Eeyboard

=

[n]
MSE_DE_NONE

MSE_D4_NOT_SUPPORTED

==

—
—

|
Bl &

MSE_TR_NONE
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3.4 EXIT
To quit the program, perform the following steps.

FE X

ommon R/W Properties / Specific Methods specific BfW Properties
GetDeviceE nable SetDeviceE nable RietrieveCardProperty GetTracksT oRead SetTracksToRead
Claim GetDataEventEnable | Setlatak ventEnable GetDecodeD ata SetDecodeData
o Inpu\ Clear Input GetFreezeEvents SefFreezeEvents GetParzeDecodeData | SetFarseDecodelata
Properties GetdutoDizable SetdutoDizable GetEnReportingType SetEnReportingType
E:ZICEE Direct 10 GetPowert otify SetPower otify GetTransmitSertinels | SetTransmitSentinels
ComparsFiim are\r‘ersion‘ GetBinamConversion | SetBinayConversion Read Only Properties

| GetCheekHealthText _

DataCount [0 Read All Data ‘ Clear &l Data ‘
|
|
|
|

Track 1 Data

Track 2 Data

Track 3 Data

Track 4 Data

CardType Account Mumber | E xpiration Date |

Surmame | First M ame | tiddle Mame |

Title | Suffis | Service Cade |

Track1 Dizcretionany | Track?2 Dizcretionary

CardT ypeLizt |

CardPropertyList |

Status |Close MEF Success ResultCode |101 ResultCodeEX |D

Device Hame | CO Yerzion S0 Verzion |

Page 8



	1. Introduction
	2. Application(OPOS MSR Test) Installation
	3. How to use this program
	3.1 Operation Procedures
	3.2 About the OPOS control
	3.3 Read Only Properties
	3.4 EXIT


