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Declaration

Information in this document is subject to change without notice.
Shandong New Beiyang Information Technology Co., Ltd.
(hereinafter as SNBC) reserve the right to improve products as new
technology, components, software, and firmware become available.
If users need the further data about these products, please feel free
to contact with SNBC or our distributors.

No part of this document may be reproduced or transmitted in any
form or by any means, electronic or mechanical, for any purpose
without written permission of SNBC.

Copyright
Copyright © 2006-2007 by SNBC
Printed in China

Version: 1.0

Trademarks

SNBC registered trademarks: SN * BEIYANG®

Marks means
Warning: Items shall be strictly followed to avoid injury or
damage to body and devices.

ACaution: Items with important information and prompts for

operating the printer.

The quality control system of SNBC has been approved of the
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following certification.

ISO 9001 REGISTERED

RN
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DNV Certification B.V., The Netherlands

the following certification.

ISO 14001 REGISTERED
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Contact us
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(DNV)IS0O9001:2000

The environmental control system of SNBC has been approved of

(DNV)ISO14001:2004

Address: N0.169 Huoju Rd, Weihai, Shandong, China. 264209

Hot line: +86-631-5673777

+86-631-5673778
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sales@newbeiyang.com
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General Safety Instruction

Before installing and using the printer, please read the following

items carefully:

1) Please comply to the cautions in Printer User’s Manual, as this
interface module belongs to a part of printer;

1) Do not put USB device not confirmed by SNBC into USB
interface of JK-W01 module;

2) Keep this manual carefully in hand for use and reference.



JK-WO1 USER MANUAL

1 Overview

1.1 Product description

JK-W01 module operates with SNBC printer to implement wireless

communication functions, such as Wi-Fi communication, 9100 Port

printing, printer status back, configuration of interface module and

maintenance.

1.2 Main features

1) Features

>

YV V V VY V

Support 802.11b and 802.11g communication
Support 9100 Port and LPR printing

Support status back

Support parameters configuration

Support firmware update on line

Support HTTP function

2) Supported protocols

>

YV WV V VYV VY V V

P
ARP
ICMP
TCP
UDP
DHCP
TFTP
HTTP
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2 Main specifications

Items

Parameters

Wireless protocols

802.11b, 802.11g

Communication speed

Max. 54Mbps

Transmission distance

Max.100m without any block (it changes with

Wireless operation environment)
Channel 1-14
Safety 64/128 WEP, WPA
Network card type USB2.0
Special configuration tool
Status monitor
Browser
Configuration Special configuration tool
Interface management Browser
Module | Firmware update TFTP
Communication
ARP, RARP, IP, ICMP, TCP, UDP
protocols
Communication mode
Port 9100, LPR/LPD
for print
Software packages (include DLL and Demo),
; Status inquiry
Printer browser
Average print speed Over 50KByte/s

Table 2.1 Specification of JK-WO01 module




JK-WO1 USER MANUAL
3 Structure

3.1 Appearance and parts

Figure 3.1.1 Top view of JK-W01 module

1-- Socket for connecting the printer 2-- Control board

3-- BOOT jumper 4-- Fixing hole of interface
baffle

5-- Protection plate 6-- Wireless network card

7-- Key hole (side) 8-- Interface baffle
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3.2 Exterior size and weight
Its exterior size is shown as Figure 3.2.1. The height is 27mm and
weight is 93 gram.

19

68

158
305

Figure 3.2.1 Exterior size
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4 |nstallation of JK-W01 module

4.1 Unpacking

When opening packages, check if parts are short or damaged. In
case of shortage or damage, please contact with SNBC or our
distributors.

4.2 Connect JK-W01 module

JK-W01 module shown as figure 4.2.1 shall be connected with

communication interface of printer, which could be fixed with screws

Figure 4.2.1 JK-WO1 installation
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5 Usage of JK-WO01 Module

When use the interface module, user needs to know the parameters
of the interface module, like the IP address, SSID, the
communication pattern, the channel and so on to set the module.
The default parameters of the interface module can gain by print the
self-test page.

The host computer can communicate with the interface module by
setting its own parameter according to the parameter of the
interface module.

After established connections between the host computer and the
interface module, user can operate the interface module through
software tool configure to configure, update, inquiry, HTTP access

etc., Printing function can be realized through driver.

5.1 Print self-test page

After JK-WO01 module is installed, refer to User Manual of printer to
print a self-test page. The self-test information relative to WLAN
Interface is as below:

Communication Interface

Interface Type Wi-Fi

§SID :defaultSSID
Mode :Ad-Hoc
Interface Firmware :Fv1.000

IP Address :192.168.0,200
MAC Address :00C002 BTET758
SUBNET Mask 1255.,255,255.0
GATEWAY 1192,166.0.1
DHCP :Disabled

Figure 5.1.1 Self-test page information
-6 -
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Note:

>
>

vV V V V

Interface Type: the type of WLAN interface fixed as Wi-Fi;
SSID: shows service zone marks of wireless
communication;

Mode: wireless mode, include Infra (Infrastructure) and
Ad-Hoc mode;

Interface Firmware: shows the firmware version of
interface module

IP Address: shows the currently used IP Address of
interface module.

MAC Address: means MAC Address of interface module
SUBNET Mask: SUBNET Mask

GATEWAY: GATEWAY

DHCP: Shows if configuring parameters as IP Address are
obtained by DHCP. Disabled means not in use of DHCP,

and Enabled means in use of DHCP mode.

5.2 Install a Wireless Ethernet Card

Insert an exterior Wireless Ethernet Card, setup a Wireless Ethernet

Card driver or firsthand start-up the Wireless Ethernet Card on the

host.

5.3 Wireless configurations of the host

The setting interface of wireless configuration for the host computer

vary from system to system, following we will take Windows XP

(2002) as an example to explain how to do the configurations.

Installation of a SNBC Wireless Ethernet printer.
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Step 1: Right click “My Network Places” property, choose "Wireless

Networks".

-+ Local Area Connection 2 Properties E'E'

General | “Wireless Networks |.-“-‘-.uthenti|:atil:un Advanced

[¥]idze Windows to configure my wireless network, settings

Ayailable network s
To connect o an available nebwaork, click Canfigure.

& defaultSSID Configure

Breferred network

Automatically connect to available networksz in the order ligted
belo:

& defaullS5I0D

[ Add... H Bemove ][ Froperties ]

Learn about zetting up wireless networl,
configuration,

Q. H Cancel ]

Step 2: Choose "Use Windows to configure my wireless network
settings". Click “Add...” button and open “Wireless Network
Properties” page, input the default SSID “defaultSSID”, then choose

“This is a computer to computer (ad hoc) network. ......" . Click“OK”
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button.

Wireless Network Properties @

M etwark name [S510): |defauItSSID |

Wireless netwark kep PAEP]
Thiz netwark, requires a key for the following:

[ ] Data encryption MWEP enabled)
[ ]iMetwork Suthentication [Shared modef

o 2]

Thiz iz a computer-to-computer [ad hoc] network; wireless
acceszs points are hot uzed

[ Q. H Cancel ]

Step 3: Return to the Properties page, click “Advanced” button, then
choose “Computer-to-computer (ad hoc) networks only”, then click

“Close”.
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Advanced

Metwarks to access

() Any available network [access point prefered)

() Access point [infrastucture] networks only

{(#):Computer-to-computer [ad hoo) netwaorks onb

[] Automatically connect to non-preferred networks

Cloze

Step 4: Return to the Properties page, choose “General” column and

double click “Internet Protocol (TCP/IP)” to open “Internet Protocol
(TCP/IP) Properties” interface to set Wireless Ethernet Card

parameters.
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-+ Local Area Connection 2 Properties E|[Z|

General |'W'ireless Metworks | Authentication | Advanced

Connect using:

B Realtek RTLE1EY Wirelesz 802119 53kdbpz USE 2.0 Ne

Thiz connection uzes the following items;

SGDS Packet Scheduler
F AEGIS Protocol (IEEE 80214 +3.4.5.0
|nternet Protocol [TCRARP]

|3

||

| >

| .

[ [nztall... Properties

Drezcription

Tranzmizzion Contral Pratocal/internet Pratacal. The default
wide area network, protocal that provides communication
across diverse interconnected netwarks.

Show icon in notification area when connected

k. ] [ Cancel

According to the information on the test-page, set the host computer
and the printer to the same net segment, as shown in the figure

below:
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Internet Protocol (TCP/IP) Properties

General

'ou can get P zettings aszigned automatically if pour nebwork. supports
this capability. Othenwize, vou need to agk pour nebwork, adminiztrator for
the appropriate [P settings.

(") Obtain an IP addrezs autamatically
(#)ilze the tollowing |P address:

|F address: 192 168 . 0 . 202
Subnet mazk: 28R 2RE 2850
Default gatewan: 192 168 . 0 . 1

(%) Use the follawing DMNS server addresses:
Prefermed DMS server:

Alternate DMS server

[ 1]8 H Cancel ]

Step 5: Right click “Wireless network connection” to choose “view
available wireless networks” option, the system will show all the
defaultSSID network, if no information in the list, click “Refresh

network list” to refresh. Then click “Connect” to finish connection.
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5" Wireless Network Connection : rgl

b febiicrc Taske Choose a wireless network
g Refresh network list Click. an item in the list below to connect ko a wireless network in range or to get more
) cot p & wireless network. [l |G defaultSSID Acquiring network 7
™ For a home or smal oifice ‘éj ! address
J Q Unsecured computer-to-computer netwark III“

Related Tasks
) Learn about wireless

networking
g Change the order of .

preferred networks

§# Change advanced
settings

5.4 Device search and parameter configuration
The tool of BYNetWinConfig.exe could search and connect to
JK-WO01 module in network and configure it with web parameter.
Before running BYNetWinConfig.exe, the host should be connected
to the wireless network of the printer following the above steps. Set
the wireless mode, SSID and SUBNET mask of the host same with
that of JK-WO01 module. To ensure the host and interface module
under one SUBNET, IP Address of the host is set under same
SUBNET address.
Notice:
In case of configuring JK-W01 module with web parameter in use of
-13 -
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configuration tools, if many network devices with same IP Address
are connected under one SUBNET at same time (for example,
many interface modules all use default settings), the communication
could not work normally due to a collision existing in IP Address.
Therefore, when JK-WO01 module with default settings is configured
with network parameter, for each time only one Ethernet interface
device could be connected, and you should ensure that the
configured IP Address is different.

When configuring JK-WO01 module parameter, the wireless network
in Ad-Hoc mode and infrastructure mode should not be set with
same SSID and channel to avoid abnormal communication.

The usage of the configuration tool of JK-W01 module is referred as
below:

Run “BYNetWinConfig.exe” and the main window of configuration

tool is shown as below (Figure 5.4.1):

™ BYNet WinConfig Tool ¥2.0

Name MAC [P | Subnet M )
Search Printer |
Wireless Setting |
IP Address Setting |
Interface Firmware Update |
Restore Default Configuration |
Print Test Page |
Reboot Device |
Exit |
< >
After searched printers,please select the printer before other operation.

Figure 5.4.1 Configuration tool window
-14 -
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B Search network device function

Click the button “Search Printer” in main window, and later find all
printers in use of JK-W01 module under same subnet, which are
shown in list box for user’s configuration, including:

Name of printer, MAC Address, IP Address, Gateway Address,
Subnet Mask, DHCP enable/disable and firmware version of
JK-WO01 module.

Notice: If there popup information to inform error communications,
such as “UDP broadcast error”, please check whether network

connection is normal or whether the fireproofing wall is shut down.
B Wireless parameter configuration

Click “Wireless Setting” button in main window and a pop-up

configuring window is shown as below:

-15-
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Wireless parameter setting &l

Country Selection : |Unitt:d States of America - [1-1 1j

Basic Setting
Communication mode : " Infrastruction  AD-Hoc
SSID : ‘defaultSSlD
Channel : |11 j

[~ Use Security Mode

Security Method

Wep Mode

Lel Lef Le| L<

Wep Key Format

|
|
Wep Key Size : |
|

Wep Key

Return |

Figure 5.4.2 Wireless parameter configuring window

This window shows wireless parameter settings of JK-WO01 module.
Via this window, you can modify the configurations as: country and
district, SSID, communication mode (Ad-Hoc mode and
infrastructure mode), communication channel and security settings
(WEP and WPA)

B Set network parameters as IP Address

Select the device in list box of main window, and click the button “IP
Address Setting” to enter the configuration window of “Setting

TCP/IP” (Shown as figure 5.4.3). So you can set network
-16 -
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1
2  BTP-2002NP

" Dynamic IP Address[DHCP)

&+ Fixed IP Address

_ larch Printer
Eless Setting
dress Setting

Firmware Update

-0 Efault Configuration

IP Address: | 192 . 168 . 19 . 200
Subnet Mask: | 255 . 255 . 255

Gateway Address: | 192 . 168 . 19 . 254
Return

t Test Page
boot Device

Exit |

< |

After searched printers,please select the printer before other operation.

Figure 5.4.3 Network parameter configuring window

Via this window, two configuration modes can be used as below:
1) First: select “Dynamic IP Address (DHCP)”, and then IP Address
Subnet Mask and Gateway could be obtained automatically via

DHCP Protocols;
2)

Second: select “Fixed IP Address”, set IP Address, Subnet

Mask and Gateway by hand. Click “OK” to finish it after the

configuration.

Notice:

Because JK-WO01 module needs long time to obtain IP Address with

DHCP, it is recommended to use fixed IP Address.

B Firmware upgrade of JK-WO01 module

Select the device in list box of main window, and then click button

“Interface Firmware Update” to enter the firmware upgrade window

(shown as figure 5.4.4).
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Interface firmware update ﬁl

Device IP Address: | 192 . 168 . 0 . 200

Return

Figure 5.4.4 Firmware Upgrade Window

Check if IP Address is same with that of selected device. If same,
click the button “Select File” to enter “open” window (shown as
figure 5.4.4), and open the upgrade program file. Then back to the
update window and click “Update” button to realize it. The process
bar shows the course. When it succeeds, a prompt shall be given.
Otherwise a failure prompt shall mention an error:

B Recover default settings

Select the device in list box and click the button “Restore Default
Configuration” in main window, and then the printer could recover

the default settings as below:

SSID: default SSID
Mode: Ad-Hoc

IP: 192.168.0.200
SUBNET Mask: 255.255.255.0
GATEWAY: 192.168.0.1

-18 -
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DHCP: Disabled

Without security settings
B Print test page
Select the printer in list box and click the button “Print Test Page” in
main window, then you could print out test pages with printer, of
which include the parameters of JK-W01 module.
B Print restoration functions
After modifying the configuration, a prompt shall be given and click
“Reboot Device” button to effect the configuration; If users need to
disable the modification at once, click “Reboot Device” button and a
pop-up window shall be given. Click ‘OK” button to reset the printer
and click “Return” button to exit the confirmation window. When not

restoring the printer, you can continue to modify other parameters.

5.5 Executing printing function

Printer driver should be installed according to the description in
printer user’s manual and selects serial interface. After installation,
the port of printer driver is reset to be network port. The following
shows how to configure network port with BTP-2002NP printer
under WindowsXP operation system:

1) Click BTP-2002NP printer icon installed, then open properties

column as shown in Figure 5.5.1;

-19 -
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-3 BTP-2002MP(P) Properties

Location: | |

Comment:

todel: BTP-2002MP
Featuras

Color; Mo Paper available:

Double-gided: Mo

Staple: Unknown

Speed: Unknown

kW aximum resolution: 203 dpi

[F'rjnting Preferences...] [ Frint Test Page

[ (0] H Cancel ] Apply

Figure 5.5.1 Printer propertied window
2) Select “Ports” properties column as shown in Figure 5.5.2. If
TCP/IP port isn't installed, click “Add port” button;

-20 -
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-3 BTP-2002NP|P) Properties

| General || 5haling| Parts |.-'-‘«dvancel:| || Device Settings|

12

@ BTP-2002MP(F)

Print to the following port(z). Documents will print to the first free
checked port.

|

Pt Description Printer
Printer Fort

O LPTZ  Printer Part B
O LPTZ  Printer Port

O comMi: Serial Port BTP-53R0(F)

O COM3: Serial Part

O COM4: Serial Port

O oMz Serial Port bt

[ Add Part... ] l Delete Port ] l LConfigure Part..

Enable bidirectional support

[] Enable printer poaling

I Ok ] [ Cancel Lpply

Figure 5.5.2 PORT properties column

-21-
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3) Select “Standard TCP/IP Port” in the list box of “Printer Ports”

and click “New Port” Button as shown in Figure 5.5.3;

Byvailable port Eypes:

COM Prinker Part
Local Pork

Standard TCPJIP Pork
TH COM Prinker Part

Mew Port Type.., ' Mew Port,,. | [ Cancel

Figure 5.5.3 Printer Ports window

4) Click “Next” as shown in Figure 5.5.4;
Add Standand TCP/IP Printer Port Wizand §|

Welcome to the Add Standard
TCP/IP Printer Port Wizard

“Y'ou uge this wizard to add a port for a netwark prinker.
Before continuing be sure that:

1. The device iz turned on.
2. The network iz connected and configured.

To continue, click MNext.

[ Mewt> |[ Cancel

Figure 5.5.4

-22 -
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5) Fill with “printer name or IP Address” in corresponding editing
column, of which the content is same with self-test page of

printer, and then click “Next” button as shown in Figure 5.5.5;

Add Standard TCP/IP Printer, Port Wizard gl

Additional Port Information Required &
The device could not be identified. N
=

The device is not found on the netwark. Be sure that:

1. The device is turned on.

2. The network is connected.

3. The device iz properly configured.

4. The addresz on the previous page is comect.

If you think the address iz not comect, click Back to return to the previous page. Then comrect
the address and perform another search on the network, |f you are sure the address is comrect,
select the device tppe below.

Device Type
(%) Standard
() Custom

[ < Back ” Mewxt » l[ Cancel ]

Figure 5.5.5
6) Default the content as shown in Figure 5.5.6 and click “Next”;
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Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified.

The device iz not found on the netwaork. Be sure that:

The device is turned on.

The network is connected.

The device iz properly configured.

The address on the previous page iz cormect.

EaRE e

If you think the addressz is not comect, click Back ta return to the previous page. Then comect
the address and perform another search on the network. If you are sure the address is comrect,
zelect the device type below.

Device Type
(%) Standard
() Custom

’ < Back ” Ment > ]’ Cancel

Figure 5.5.6
7) Click “Finish” button to end the adding as shown in Figure 5.5.7;

Add Standard TCP/IP Printer Port Wizand EI

Completing the Add Standard
TCP/IP Printer Port Wizard

“t'ou have selected a port with the fallowing characteristics.

SMMP: Mo
Pratocal: Rary/, Paort 9700
Drevice: 192168.0.220

Port Mame: IP_152168.0.220
Adapter Type: Generic Metwark Card

To complete this wizard, click Finigh.

[ <Back || Firish |[ Cancel

Figure 5.5.7
-24 -
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8) Select new TCP/IP Port and click “Apply” as shown in Figure
5.5.8, then “confirm”, and TCP/IP Port configuration is finished.

& BTP-2002MP(P) Properties

General | Sharing | Ports |Advanced Device Settings

é’wla ETP-2002MF[F|

Frint ta the following port(z]. Documents will print to the first free
checked port.

Fart Descrption Fririber o
O THCOMS: TH COM Port
O THCOME: TH COM Port
O THCOoMT: TH COM Port

TH COM Port
Standard TCPAIP Port
B COM Port

[

| >

[ Add Part. . ] [ Delete Port ] [ LConfigure Part...

[ ]Enable printer pooling

Figure 5.5.8

5.6 Program update

JK-W01 module supports firmware upgrade, which depends on
TFTP Protocol to function. BYNetWinConfig.exe can realize the
firmware upgrade function (refer to section 5.4). Or any TFTP

customer tool can transmit the firmware-upgrading document to 69

-25-
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Port of JK-W01 module for updating. When upgrading, must use the
firmware offered by SNBC.
If the upgrade fails so that JK-W01 module cannot work normally
(for example printer power is off in operation), the printer should be
turned off, and restart it after removing the short circuit ring of JP3
jumper. You can upgrade the firmware of JK-WO01 module again
which enters in BOOTLOADER mode now. After the upgrade
succeeds, the printer should be shut down and remove the short
circuit ring of JP3 again, then turn on the printer.
Take TFTP command attached with Windows2000 as an example to
explain how to update the firmware:

C:>tftp —i 192.168.0.200 upfile.jk

Among which —i presents to transmit documents in binary mode;
192.168.0.200 is IP Address of JK-WO01 module to be upgraded;

upfile.jk is a firmware to be upgraded.

5.7 Status back

The back status of printer could be obtained via the status monitor
routine offered by SNBC. This course provides source code for
users which conduct them how to use DLL function, and execute
enquiry printing status and transmit printing data for printer via
programming itself.

The usage of status monitor routine is referred to below instruction:
Run “NetPrnStatusDemo.exe”, then Status Monitor Window comes

out (shown as figure 5.7.1):
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it Net Printer Status Nonitor Demo ¥2.0 E”E|El

f¢ Zetting I[P Address

IPAddress:| 192 . 168 . 192 . 168

i Auto Get Device I[P Address

IP Address List: | J

Printitiz Demo |

Figure 5.7.1 Status inquiry window
Click “Setting IP Address” button, you can input IP Address
manually; or select “Auto Get Device IP Address” to search device’s
IP Address connected in the network automatically (choose device’s
IP Address in the list);
Click “Printing Demo” button to connect printer and transmit printing
data, and then close the joint three items. Click “Printer Status”

button to enter Status Monitor Window (shown as Figure 5.7.2):
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NHet Printer Status &l

Status Monitor for the Printer

‘ Cutter errar ‘ Printer is busy
‘ Faper near end ‘ Restarable error

‘ Frinter is aft-line ‘ Automatic restorable error

Start Monitar | | © Retum |

Figure 5.7.2 Status monitor window
Click “Start Monitor” button to monitor the printer status. The normal

status of the printer is shown as Figure 5.7.3:
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Net Printer S5tatus Honitor &l

Status Monitor for the Printer

Het Printer Status

O Paper i3 end e Cashdrawet is open

O FPaper is neat end O Futming feed button

O Cover 15 open e Printer iz busy

O Cht is etror O Restorable error

O Elienie ot O Automatically restorable etror

| Stop motitor ‘ Return

Figure 5.7.3 Normal status display
If the status is changed, the interface indicator shall show red. Click
“Stop Monitor” button to stop status monitor, and click “Return”

button back to main window.

5.8 HTTP functions

JK-WO01 module can offer HTTP service that it uses the browser at
the host to show the printer status and the module status based on
WEB and proceeds interface module configuration and test-page

printing. The port number used for this service is 80 TCP port.

The user should first get IP Address of JK-W01 module via the
self-test page or special configuration tool when using it. Then input

IP address in browser address list to inquire the printer status and
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JK-WO01 module via WEB with details as below:

Start Internet browser and input the printer IP address, then you can
see the interface status page. Click “Refresh” button to renew

current status shown as Figure 5.8.1:

[l rempiinsee. 0. 200

JK-WO01 Ethernet Interface Module Configuration

e Interface v e curremt status of the infurface moduie,
Printa Status Status
Ko Firmveare Version Fv1.000
Mac Address 00C002 BTETSA
Wirsless IP Address 192.160.0.200
Basic Subnet Mask 2552552550
Security Qate Way 19216001
DHCP Disatled
WIrgless Mode Ag-HoC
5510 difatssID
Reboot Refresh

Figure 5.8.1 Interface status page
When clicking “Printer Status”, you can check the printer status
page connecting with JK-E0O1 module. If it shows abnormal status,
red words shall be shown. Click “Refresh” button to renew current

status and click “Print Test Page” to print it shown as Figure 5.8.2:

[ v e z0my
JK-WO01 Ethernet Interface Module Configuration
]
“fmm Printer Status Check the status of the connected printer,
Printar Name ETP-20031P
m i Open Mo
‘Wiraless (=1 - Mo
asic Paper [ o
ooy Papsr Haarind Ve
Printar Of-Ling  MNo
Print Test Page Refrash |
Raboot

Figure 5.8.2 Printer status page
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Click “TCP/IP” to enter IP parameter configuring page. This page
shall provide two configuration modes: 1. Select “Dynamic IP
Address(DHCP)” and get IP Address, Subnet Mask and Gateway
Address automatically via DHCP protocol. 2. Select “Fixed IP
Address” and configure IP Address, Subnet Mask and Gateway
Address manually when the input field can be edited. After
modification, click “Save” to save the settings, also you can click
“Restore Defaults” button to recover factory defaults. When finishing
the configuration, you need to restart the printer to effect new
settings. For restarting the printer, click “Reboot” button at the left or
turn on/off the printer power. The configuration page is shown as
Figure 5.8.3:

& hetpi 1192.168.0.200

JK-WO01 Ethernet Interface Module Configuration

Interface Status

TCP/AP Settings for the TCPAP network protocol.
Printer Status
1cpap IP Address: " DHCP Client
S & Fived IP Address:
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IR ‘Dewce\PAddress 192 |165 |0 |200
S — ‘SuhnatMask 255 [255 [255 o
‘GatewayAnnresa 192 |168 |0 i1

Restore Default I Save Cance\l

Reboot

Figure 5.8.3 TCP/IP configuration page
Click “Basic” and “Security” under “Wireless” to enter the page for
wireless parameter basic configuration and security configuration.

Set wireless basic parameter and security information at the relative
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position. After the modification, click “Save” to keep the settings; or
click “Restore Defaults” button to recover the factory defaults. After
changing the configuration, you should restart the printer to effect
new settings. For restarting the printer, click “Reboot” button at the
left or turn on/off the printer power. The configuration page is shown

as Figure 5.8.4 and Figure 5.8.5:
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Figure 5.8.4 Wireless basic parameter configuration
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Figure 5.8.5 wireless security information configuration
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5.9 Keys functions

Insert a thin object to key hole of JK-WO01 module (shown as Figure
3.1.1) and hold down the key of it to turn on the printer. Release the
key until the printer acts the paper feeding, then you can release the

key to recover the factory defaults after the printer feeds paper.

Notice: The time for Holding down the key until the printer feeds

paper is more than 10 seconds.

6 Interface signal
6.1 JK WO1 interface

Wireless interface uses wireless USB network card with the

specification as below:

Iltems

Content

Bus type

USB2.0

Data transmission
speed

11,5.5,2,1 Mbps (802.11b mode)
54, 48, 36, 24, 18, 12,9, and 6 Mbps (802.11g mode)

Channels

1-14 (according to different countries or districts)

Transmission

Max.100m without any block (it changes with operation

distance environment)
;g%;‘esrm'ss'on 16+2dBm (802.11b mode) , 14+2dBm (802.11g mode)
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802.11b mode: 802.11g mode:
11 Mbps: -86dBm 54Mbps: -70db
5.5 Mbps: -89dBm 48Mbps: -72dBm
2 Mbps: -91dBm 36 Mbps: -77dBm
Reception 1 Mbps: -91dBm 24 Mbps: -80dBm
sensibility 18 Mbps: -82dBm
12 Mbps: -85dBm
9 Mbps: -86dBm
6 Mbps: -88dBm
Security 64/128 WEP, WPA

Wireless standard 802.11b, 802.11g

Wireless modulate

mode DSSS and OFDM

Table 6.1.1
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